
The technical information, recommended uses and applications are based on the typical test results of each product.
 Roto Polymers is not responsible for the use, nor for results based on this information.

 All users must run their own test to determine their suitability.
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Stlabilized

    Our BLACK  formula has Excellent 
Mechanical Properties and Thermal 

Resistance, designed for tanks up to 5,000 Lts.
 It has a Homogeneous Molecular 

Structure, with Zero Internal 
Bubble, and Low Processing Time.
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    Our BLACK  formula has Excellent 
Mechanical Properties and Thermal 

Resistance, designed for tanks up to 5,000 Lts.
 It has a Homogeneous Molecular 

Structure, with Zero Internal 
Bubble, and Low Processing Time.

ASTM RESULT

DENSITY  ASTM D1505 gr/cm³

gr/10 min

%

MELT INDEX
@190ºC/2.16 kg

ASTM D1238

D1895-96

 D1895-96

ARM  STD²
1/8” specimen

RETAINED IN M-35

DRY FLOW

AMBIENT TEMPERATURE IMPACT

ROTOLENE BLACK

www.rotopolymers.com 26210 EMERY ROAD, SUITE 202        WARRENSVILLE HEIGHTS, OHIO 44128216.591.0175

BULK DENSITY

< 2.0

gr/min

J(ft.b  )f 

0.935± 0.005 

5.7± 0.3 

MA-04 Own Method
2.5 a 4.0

MA-05 Own Method
0.33 a 0.39

gr/cm³

MA-03 Own Method

MA-14 Own Method

>40  (30.0)


