THP Pressurized Holder for Theta Glass

This holder allows quick and easy coupling of theta tubing to a pressurized source.

- Allows microinjection using theta glass
- Kit includes everything needed
- Light weight acrylic electrode holder
- Easy coupling to pressure source
- Rated to 100 PSI

The new THP holder from Warner Instruments allows quick and easy coupling of theta tubing to a pressure source.

Complete kits are available for both 1.5 mm and 2.0 mm theta tubing. A drop of included hot glue adhesive bonds the theta to a flexible fill capillary tube. A barb fitting at the output permits coupling to the pressure source with 1/16" I.D. Tygon tubing. The light weight, fully adjustable holder makes assembly a breeze.

Included with the THP-15:
- 1 THP acrylic theta tubing holder with integrated handle
- 1 Package of 10 Flexible Fill Capillary Tubes 350µm O.D. Package of 10
- 50 Feet of 1/16" Tygon tubing
- 1 Hot Glue Gun
- 5 Hot Glue Sticks
- 1 Package of male luer to 1/16" barb fittings, (25 pcs/pkg.)
- 1 Package of 1.5 mm O.D. Theta glass, (100 pcs/pkg.)

Order # | Model | Product
--- | --- | ---
W4 64-1620 | THP-15 | Pressurized Holder Kit for 1.5 mm Theta Tubing
W4 64-1621 | THP-20 | Pressurized Holder Kit for 2.0 mm Theta Tubing
W4 64-1624 | THP | Pressurized Holder Only
W4 64-1642 | FTC-35 | Flexible Fill Capillary Tubes 350 µm
W4 64-1643 | FTC-45 | Flexible Fill Capillary Tubes 450 µm
W4 64-0810 | TG150-4 | Theta Glass 1.5 mm OD
W4 64-0811 | TG200-4 | Theta Glass 2.0 mm OD
W4 64-1622 | Barb Fitting 1/16" Male Luer (25)

Warner Instruments • Phone (203) 776-0664 • Toll Free U.S. (800) 599-4203 • Fax (203) 776-1278 • www.warneronline.com