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Safety Topic: V1-130 Ladder Safety – Job-Made Wooden Ladders 
 

 

 

1. Hazards of job-made wooden ladders include 

a. improper construction or installation. 

b. continued use after the ladder has been damaged. 

c. climbing up or down the ladder in an unsafe manner. 

d. all of the above. 

 

2. A job-made ladder is one that has either been constructed at the job site or has been commercially manufactured and 

brought to the construction site. 

a. True 

b. False 

 

3. When building a job-made wooden ladder 

a. start at the bottom and work your way up the ladder. 

b. make all the side rails, rungs, and fillers as you are assembling the ladder. 

c. start at the top and work your way down the ladder. 

d. only add filler blocks if you have extra wood. 

 

4. A job-made wooden ladder should have rungs that are    on center from the top of one rung to the top of the 

next rung. 

a. equally spaced 16 inches 

b. roughly spaced 12-15 inches 

c. equally spaced 12 inches 

d. spaced evenly but can be any length apart 

 

5. The filler blocks on a job-made wooden ladder should be     inserted between rungs. 

a. 1-inch x 4-inch wooden pieces 

b. 2-inch x 2-inch wood strips 

c. wood pieces of any size 

d. 2-inch x 6-inch stock lumber 
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1. Hazards of job-made wooden ladders include 

a. improper construction or installation. 

b. continued use after the ladder has been damaged. 

c. climbing up or down the ladder in an unsafe manner. 

d. all of the above. 

 

2. A job-made ladder is one that has either been constructed at the job site or has been commercially manufactured and 

brought to the construction site. 

a. True 

b. False 

 

3. When building a job-made wooden ladder 

a. start at the bottom and work your way up the ladder. 

b. make all the side rails, rungs, and fillers as you are assembling the ladder. 

c. start at the top and work your way down the ladder. 

d. only add filler blocks if you have extra wood. 

 

4. A job-made wooden ladder should have rungs that are    on center from the top of one rung to the top of the 

next rung. 

a. equally spaced 16 inches 

b. roughly spaced 12-15 inches 

c. equally spaced 12 inches 

d. spaced evenly but can be any length apart 

 

5. The filler blocks on a job-made wooden ladder should be     inserted between rungs. 

a. 1-inch x 4-inch wooden pieces 

b. 2-inch x 2-inch wood strips 

c. wood pieces of any size 

d. 2-inch x 6-inch stock lumber 


