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Workers must be trained in ladder safety and must follow safe ladder use guidelines every time they 
use a ladder on the job. If improperly used, ladders can lead to fatal injuries. 

Hazards to look out for and prevent when using ladders:

• Using a damaged ladder

• Placing a ladder on an unstable or slippery surface

• Slippery substances on worker’s shoes or ladder rungs/steps

• Climbing up or down in an unsafe manner

• Using a ladder for a purpose for which it was not designed

• Poor housekeeping near the ladder

• Close proximity to electrical wiring, equipment, or power lines

• Setting up a ladder in a high-traffic area, or underneath overhead work
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Review the details of these ladder fall incidents and the corresponding safety guidance to understand 
why these fatalities were preventable.

Before climbing a ladder, think about where and how it will be set up, as well as the work that needs to 
be completed. Sometimes using a different work platform is a better choice.

➢ Read and follow all the instructions and warnings on the ladder.

➢ Only put ladders on stable and level surfaces unless the base of the ladder is secured to prevent 
accidental movement.
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➢ When overhead work is happening at the job site, workers 
below must be protected from falling objects, tools, and 
debris.

➢ Safety nets, canopies, and/or toeboards can be erected to 
prevent objects from falling from overhead operations to 
the ground level work site.

➢ When possible, workers should not be in the hazard area 
underneath overhead work.

➢ Workers should always wear hard hats when work is being 
performed overhead, or there is any risk of falling objects in 
the area.

While standing on a 10-foot step ladder, an asbestos remover was struck by a piece of 
metal pipe that dropped from a work area above. The metal pipe, being used by another 
worker in a platform lift, dropped 22 feet, hitting the worker and his ladder, causing him to 
fall. No one on the crew was wearing hard hats.

After falling 8 feet to the concrete floor below, the injured worker was transported to a 
nearby local hospital where he was pronounced dead.

DROPPED OBJECT STRIKES WORKER ON LADDER

The pipe that fell was 5’ 8” long, 3” in diameter, 
and weighed 12-15 lbs.
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➢ Before climbing on and working from a ladder, make sure it is 
safely stabilized at the bottom.

➢ Avoid overreaching while standing on a ladder. If the work 
requires overreaching or precarious balancing, then the ladder 
should either be moved, a different ladder should be chosen 
that is more suitable for the task, or an alternate way of 
completing the task should be determined.

➢ When climbing up and down a ladder maintain 3-point contact 
(two hands and a foot, or two feet and a hand).

➢ All workers should complete training in hazard recognition, the 
avoidance of unsafe conditions, and safe work practices.

A hotel manager was standing on a 28-foot extension ladder helping with some renovation 
work. The manager was standing on the ladder using a nail gun when he lost his balance. 
The ladder became unstable, tipping backwards, causing him to fall 20-feet to the ground. 
The manager had an administrative job and was not part of the construction crew.

Emergency response was called, and the manager was transported to a local hospital 
where he died soon after.

EXTENSION LADDER TIPS BACKWARDS CAUSING FALL

Demonstration: Location of manager on 
the ladder before the tragic fall incident.
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➢ Upper sections of extension ladders should not be used as single ladders. Ladders must only be 
used in the way they were intended to be used by the manufacturer.

➢ Inspect ladders before use. If a ladder is damaged, it must be removed from service and tagged 
until it has been repaired or properly discarded. Never use a damaged ladder!

➢ Ladders must never be used on slippery surfaces unless they secured or provided with slip-resistant 
feet to prevent accidental displacement.

➢ Slip-resistant feet are not a substitute for placing, lashing, or holding a ladder that is being used on 
surfaces like flat metal or concrete, which cannot be prevented from becoming slippery.

A construction worker was tasked with preparing a batch of mortar on the second level of a 
new build project and carrying it to the third level. Stairs were available for use but instead 
the worker decided to use the top section of an extension ladder to get to the upper level. 
Because the ladder was placed on a wet concrete floor, and it didn’t have attached safety 
feet, it slipped out from under the weight of the worker causing him to fall 12 feet.

He died three days later from injuries sustained in his fall.

LADDER SLIPS ONWET FLOOR RESULTING IN TRAGIC FALL

OSHA Standard 1926.1053(b)(7) Ladders shall not be used on slippery surfaces unless secured or provided with slip-
resistant feet to prevent accidental displacement.
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➢ Ensure extension ladders are placed at a proper angle before 
climbing up and when in use.

➢ When possible, use scaffolding or other more stable platforms to 
work from during extended construction activities.

➢ Do not carry objects or loads while climbing a ladder that could 
cause loss of balance.

➢ Maintain good housekeeping in the areas near ladders in use.

A construction worker was removing aluminum siding from a house while standing on an 
extension ladder. In order to access the side of the house, the ladder was placed over the 
neighbor’s fence. The base of the ladder was on a concrete driveway, but it was not secured 
or blocked to increase stability and it did not have safety feet.

The nature of the work exerted such force that caused him to lose his balance and fall from 
the ladder. He landed directly on top of the fence and died shortly after at the hospital.

EXPERIENCEDWORKER LOSES BALANCE ON LADDER

OSHA Standard 1926.1053(b)(8) Ladders placed in any location where they
can be displaced by workplace activities or traffic, such as in […] driveways,
shall be secured to prevent accidental displacement, or a barricade shall be
used to keep the activities or traffic away from the ladder.
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COPYRIGHT AND DISCLAIMER
This material is the copyrighted property of Weeklysafety.com, LLC. Purchase of this material from Weeklysafety.com, LLC grants the owner the right to use this material for workplace safety
and education purposes only. Use of this material for any other purpose, particularly commercial use, is prohibited. This material, including the photos, may not be resold.
Weeklysafety.com, LLC does not warrant or assume any legal liability or responsibility for the accuracy, completeness, or usefulness of any information, apparatus, product, or process
disclosed in these materials. Photos shown in this presentation may depict situations that are not in compliance with applicable Occupational Safety and Health Administration (OSHA) safety
requirements. These materials are meant for informational purposes only and it is not the intent of Weeklysafety.com, LLC to provide compliance-based training. The intent is more to
address hazard awareness in the construction and related industries, and to recognize the potential hazards present in many workplaces. These materials are intended to discuss Federal
Regulations only, as individual State requirements may be more stringent. Many states operate their own state OSHA and may have standards that are different from information presented
in this training. It is the responsibility of the employer and its employees to comply with all pertinent OSHA safety rules and regulations in the jurisdiction in which they work.

PHOTO ACKNOWLEDGMENTS

Unless specified below, all photos are the copyrighted property of Weeklysafety.com, LLC and may not be used in 
any other training materials or resold for any purpose.

For more information on this weekly safety topic, other topics that are available and the full list of FAQs please visit
www.weeklysafety.com or email safety@weeklysafety.com.
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• Images shown along with the incident summary are directly from the incident report referenced.

• 0003156 – 0003157 Shutterstock License for Weeklysafety.com

INCIDENT REPORTS

• Nebraska Case Report 06NE002; cdc.gov/niosh/face/stateface/ne/06ne002.html

• Michigan Case Report 07MI136; cdc.gov/niosh/face/stateface/mi/07mi136.html

• NIOSH FACE Report 9007; cdc.gov/niosh/face/In-house/full9007.html

• Michigan Case Report 05MI163; cdc.gov/niosh/face/stateface/mi/05mi163.html
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