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OSHA requires that adequate foot protection be used whenever the work
conditions pose hazards that could cause a foot injury. When determining
footwear requirements, many factors should be considered during the
hazard assessment process, including:

• Work Operations

• Tasks Performed

• Walking/Working Surfaces

• Environmental Conditions

• Chemical Contaminants

• Electrical Hazards
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It’s important to choose protective footwear that will protect your feet 
from the potential hazards that might be found on the job.

• Heat-Resistant – durable in hot environments

• Insulated – for warmth in cold working conditions

• Slip-Resistant – provides traction on wet or oily floors

• Water-Resistant – repels water

• Waterproof – inner liner to keep feet dry

• Metatarsal Guard – additional protection for the top of the foot

• Electrical Hazard (EH) – additional protection from electrical hazards

• Static Dissipative (ESD) – minimizes static electricity build-up

• Chemical-Resistant – made with products like rubber, neoprene, or PVC

• Puncture-Resistant (PR) Sole – for sharp object hazards like nails or 
broken glass

• Safety Toe – integrated steel, metal, 
or composite toe for falling object 
and crushing hazards

Because every organization, work facility and 
job site is unique, there may be different 
footwear requirements for the work location, 
or the specific task being performed.
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COPYRIGHT AND DISCLAIMER
This material is the copyrighted property of Weeklysafety.com, LLC. Purchase of this material from Weeklysafety.com, LLC grants the owner the right to
use this material for workplace safety and education purposes only. Use of this material for any other purpose, particularly commercial use, is
prohibited. This material, including the photos, may not be resold. Weeklysafety.com, LLC does not warrant or assume any legal liability or responsibility
for the accuracy, completeness, or usefulness of any information, apparatus, product, or process disclosed in these materials. Photos shown in this
presentation may depict situations that are not in compliance with applicable Occupational Safety and Health Administration (OSHA) safety
requirements. These materials are meant for informational purposes only and it is not the intent of Weeklysafety.com, LLC to provide compliance-based
training. The intent is more to address hazard awareness in the construction and related industries, and to recognize the potential hazards present in
many workplaces. These materials are intended to discuss Federal Regulations only, as individual State requirements may be more stringent. Many
states operate their own state OSHA and may have standards that are different from information presented in this training. It is the responsibility of the
employer and its employees to comply with all pertinent OSHA safety rules and regulations in the jurisdiction in which they work.
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For more information on this weekly safety topic, other topics that are available and the full list of
FAQs please visit www.weeklysafety.com or email safety@weeklysafety.com.

When inspecting the shoes or boots you wear to work, look for the 
following damage as a sign that they should be replaced:

• cracked, damaged or deteriorating midsoles

• ripped, frayed, or damaged leather or fabric

• cracks or holes on any portion of the footwear

• worn tread and reduced traction on the outsole

• damaged, ripped or worn insole

• water seepage inside the footwear

• soles starting to separate from the footwear
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Choosing the proper protective footwear is critical but knowing when to
replace your PPE is also important.

➢ Clean and inspect your protective footwear on a regular basis.

➢ Shoes and boots should be replaced when the tread pattern is gone
from the rear two-thirds of the heel.
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