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If a workplace hazard assessment reveals that employees face potential
injury to their hands that cannot be eliminated through engineering and
work practice controls, workers must wear appropriate hand protection.
Injuries and illnesses that can occur if workers don’t wear the correct hand
protection:

• Skin Absorption of Harmful Substances

• Cuts, Lacerations, Abrasions, or Puncture Wounds

• Nerve or Tendon Damage Caused by Exposure to Vibration

• Heat Stress or Frostbite Due to Temperature Extremes

• Shocks and Burns from Electricity

• Chemical or Thermal Burns

It is essential that workers use gloves specifically designed for the hazards
and tasks found in their workplace or on the job site because gloves
designed for one job hazard may not protect against a different hazard.

Examples of some factors that may influence the 
selection of protective gloves:

• Type of chemicals handled

• Nature of contact (total immersion, splash, etc.)

• Duration of contact

• Area requiring protection (hand only, forearm, arm)

• Grip requirements (dry, wet, oily)

• Thermal protection

• Size and comfort

• Abrasion and resistance requirements

Gloves made from a wide variety of materials are designed
for many types of workplace hazards. In general, gloves fall
into four groups:

1. Gloves made of leather, canvas or metal mesh
2. Fabric and coated fabric gloves
3. Chemical- and liquid-resistant gloves
4. Rubber insulating gloves
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COPYRIGHT AND DISCLAIMER
This material is the copyrighted property of Weeklysafety.com, LLC. Purchase of this material from Weeklysafety.com, LLC grants the owner the right to
use this material for workplace safety and education purposes only. Use of this material for any other purpose, particularly commercial use, is
prohibited. This material, including the photos, may not be resold. Weeklysafety.com, LLC does not warrant or assume any legal liability or responsibility
for the accuracy, completeness, or usefulness of any information, apparatus, product, or process disclosed in these materials. Photos shown in this
presentation may depict situations that are not in compliance with applicable Occupational Safety and Health Administration (OSHA) safety
requirements. These materials are meant for informational purposes only and it is not the intent of Weeklysafety.com, LLC to provide compliance-based
training. The intent is more to address hazard awareness in the construction and related industries, and to recognize the potential hazards present in
many workplaces. These materials are intended to discuss Federal Regulations only, as individual State requirements may be more stringent. Many
states operate their own state OSHA and may have standards that are different from information presented in this training. It is the responsibility of the
employer and its employees to comply with all pertinent OSHA safety rules and regulations in the jurisdiction in which they work.
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For more information on this weekly safety topic, other topics that are available and the full list of
FAQs please visit www.weeklysafety.com or email safety@weeklysafety.com.
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Protective gloves should be inspected before each use to ensure that they
are not torn, punctured or made ineffective in any way.

➢ A visual inspection will help detect cuts or tears but a more thorough
inspection by filling the gloves with water and tightly rolling the cuff
towards the fingers will help reveal any pinhole leaks.

➢ Gloves that are discolored or stiff may also indicate deficiencies caused
by excessive use or degradation from chemical exposure.

➢ Any gloves with impaired protective ability should be discarded and
replaced.

➢ Gloves should fit snugly.

➢ Workers should wear the right gloves for the job. 

➢ Gloves contaminated with flammable or combustible materials should 
not be used around hot work operations or while working near an 
ignition source.
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