
 

SAFETY MEETING QUIZ 

Name:   Date:  

Safety Topic: V1-63 Fall Protection – Scaffolding  
 

 

 

1. When constructed and used properly, scaffolds provide a safe platform to complete work at heights and areas that would 

be otherwise difficult to reach. 

a. True 

b. False 

 

2. While working at heights of    on scaffolding, employees must wear personal fall protection, such as a body 

harness, and/or ensure a guardrail is in place. 

a. 3 feet or more 

b. 10 feet or more 

c. 25 feet or more 

d. 2 stories or more 

 

3. To ensure safety while working on scaffolding workers should not 

a. work on scaffolds during high winds. 

b. load a scaffold in excess of its rated working load. 

c. move any scaffold while employees are on them. 

d. all of the above. 

 

4. Scaffolds and all components shall be inspected by      before each work shift, after changing 

weather conditions, or after prolonged work interruptions. 

a. any employee 

b. a civilian 

c. an OSHA compliance officer 

d. a competent person 

 

5. Areas below scaffold work should     unless a protective canopy is installed. 

a. have some safety cones placed nearby 

b. have a lookout 

c. be barricaded 

d. be a clear walkway 
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1. When constructed and used properly, scaffolds provide a safe platform to complete work at heights and areas that would 

be otherwise difficult to reach. 

a. True 

b. False 

 

2. While working at heights of    on scaffolding, employees must wear personal fall protection, such as a body 

harness, and/or ensure a guardrail is in place. 

a. 3 feet or more 

b. 10 feet or more 

c. 25 feet or more 

d. 2 stories or more 

 

3. To ensure safety while working on scaffolding workers should not 

a. work on scaffolds during high winds. 

b. load a scaffold in excess of its rated working load. 

c. move any scaffold while employees are on them. 

d. all of the above. 

 

4. Scaffolds and all components shall be inspected by      before each work shift, after changing 

weather conditions, or after prolonged work interruptions. 

a. any employee 

b. a civilian 

c. an OSHA compliance officer 

d. a competent person 

 

5. Areas below scaffold work should     unless a protective canopy is installed. 

a. have some safety cones placed nearby 

b. have a lookout 

c. be barricaded 

d. be a clear walkway 

 


