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Struck-by hazards can be especially dangerous for workers because of the wide variety of risks that can 
be different for every job site. The most common struck-by hazards that workers need to be aware of 
include:

Struck-by hazards are commonly known as one of OSHA’s Fatal Four in the construction industry along 
with Caught-in Hazards, Falls, and Electrocutions, but these hazards are also dangerous for workers in 
every other industry as well.

➢ Workers should be wearing appropriate personal protective equipment (PPE) at the work site when 
struck-by hazards exist which may include hard hats, safety glasses, face protection, protective 
footwear, and high-visibility safety vests.

➢ Inspect power tools before use to ensure protective guards are in place and the tool is safe for use.

➢ All equipment operators must be trained and authorized.

0002836

Review the details of these struck-by incidents and the corresponding safety guidance to understand 
why these fatalities were preventable.

• Swinging or Falling Crane or Lifted Loads

• Rolling, Moving, or Sliding Materials

• Vehicles or Heavy Equipment

• Falling or Swinging Objects

• Flying Objects and Debris

OSHA defines a struck-by hazard as forcible 
contact or impact between a person and 

an object or piece of equipment. 
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NIOSH FACE Report 2013-01

A scrap yard worker was a torcher whose duties were to cut up metal using a torch. After
directing a truck to the loading area, the torcher paused in front of the right side of a parked
material handler. The material handler operator didn’t see the worker and put the equipment in
forward gear.

The worker didn’t know the heavy equipment was going to be moving forward, was hit by the
material handler, knocked to the ground, and died from his injuries.

STRUCK-BY HYDRAULIC MATERIAL HANDLER

➢ Work area procedures should ensure that 
workers on foot remain clear of moving heavy 
equipment.

➢ Consider using a mounted mirror or video 
camera that can provide a clear view of blind 
spots around heavy equipment.

➢ All workers should be trained on the visual 
limitations of the heavy equipment used on 
site including blind areas, swing radius, 
stopping capabilities, and safe ground worker 
positioning.

➢ High-visibility apparel, like a safety vest, should 
be worn by everyone at a job site where heavy 
equipment is in use.
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California Case Report 19CA003

A water truck operator was attempting to fill up from a hydrant connected to a water tank,
however the hose that was used to make the transfer was not of sufficient strength or type to
accommodate the water pressure involved and the valve on the truck was also not opened.

When the water was turned on, the hose burst and struck him, causing him to fall to the ground
and strike his head. The safety supervisor noticed him on the ground some time later and called
for emergency services. He died from his injuries two days later.

STRUCK-BY PRESSURIZED HOSE
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In this incident, the operator, an experienced 
seasonal employee, connected the hose to the 
truck and hydrant, then opened the water tank 
valve but did not open the valve on the truck. 

Additionally, the correct hose was not on the 
truck for the operator to use.

➢ Written check-off sheets and/or periodic 
and regular safety audits with direct 
observation can be used to ensure that safe 
work practices are followed.

➢ Ensure that the machinery and equipment 
provided to transfer high-pressure water 
can safely withstand all reasonably 
anticipated loads.



© Weeklysafety.com, LLC 4

INCIDENTS || Struck-by
Volume 2 Issue 145

Washington Case Report 18WA054

A forklift operator unloaded clothing bales from a delivery truck, moved them to a storage area
and stacked them against a wall next to a door used by employees. A manager was walking
toward the door after returning from a break when the forklift operator noticed that the bales
began to look unstable, and he called out a warning.

As the manager turned, four bales, each weighing over 500 pounds, fell from the top of the stack
and knocked her to the ground. She died shortly after at the hospital.

STRUCK-BY FALLING CLOTHING BALES

➢ Ensure that bales, or any other materials, stored in stacks or tiers 
are secured to prevent them from falling, sliding, or collapsing by 
stacking, racking, blocking, interlocking, or otherwise securing them.

➢ Make sure stored items are limited in height so that they are stable 
and secure to prevent sliding or collapse.

➢ Storage aisles should be clearly marked to provide a visual guide to 
forklift operators.

➢ Safety signs must be posted in areas that have falling object hazards, 
and foot traffic should be limited in these areas.
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After the bales fell.

OSHA Standard 1910.176(b) Bags, containers, bundles, etc., stored in tiers shall
be stacked, blocked, interlocked and limited in height so that they are stable
and secure against sliding or collapse.
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Kentucky FACE Report 15KY011

A maintenance technician was working from an elevated platform, attempting to clear a jam and
change a switch, with his back to an active overhead crane system. The crane struck his right
hand which was resting on top of the I-beam, and the impact caused him to fall 10-feet and land
on the conveyor system below.

Another worker on the floor saw him fall and alerted medical services. The technician died from
his injuries while in transit to the hospital.

STRUCK-BY MOVING CRANE

Failure to properly lockout/tagout equipment can result 
in injuries to workers who are servicing, repairing, or 
adjusting the equipment.

➢ Implement lockout/tagout procedures to disable 
machinery when maintenance is required.

When struck-by incidents occur, it is sometimes not the 
blunt force that fatally injures the worker, but the fall 
from height that is the most dangerous.

➢ Workers 4-feet or higher above a lower level must 
have fall protection.
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OSHA Standard 1910.28(b)(1)(i) The employer must ensure that each employee on a walking-working surface with
an unprotected side or edge that is 4 feet or more above a lower level is protected from falling by guardrail systems,
safety net systems, and/or personal fall protection systems.
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address hazard awareness in the construction and related industries, and to recognize the potential hazards present in many workplaces. These materials are intended to discuss Federal
Regulations only, as individual State requirements may be more stringent. Many states operate their own state OSHA and may have standards that are different from information presented
in this training. It is the responsibility of the employer and its employees to comply with all pertinent OSHA safety rules and regulations in the jurisdiction in which they work.

PHOTO ACKNOWLEDGMENTS
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any other training materials or resold for any purpose.

For more information on this weekly safety topic, other topics that are available and the full list of FAQs please visit
www.weeklysafety.com or email safety@weeklysafety.com.
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• Images shown along with the incident summary are directly from the incident report referenced.

• 0002787 – 0002788 Shutterstock License for Weeklysafety.com
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