
 

SAFETY MEETING QUIZ 

Name:   Date:  

Safety Topic: V2-31 Ladder Safety – Fixed Ladders 
 

 

 

1. While fixed ladders may seem safer in a work environment than portable ladders, there are still many safety issues that 

must be considered. 

a. True 

b. False 

 

2. OSHA Standard 1910.23(b)(9) states that ladders must be inspected       to identify any 

visible defects that could cause employee injury. 

a. hourly 

b. before initial use in each work shift 

c. every week 

d. annually 

 

3. Maintain    contact when climbing a fixed ladder. 

a. 2 points of 

b. cell phone 

c. 3 points of 

d. good posture 

 

4. When climbing up or down a fixed ladder 

a. always face the ladder. 

b. do not over-extend yourself to either side. 

c. do not carry any load that could cause you to lose your balance. 

d. all of the above. 

 

5. Any fixed ladder that is found to have structural or other defects must be 

a. removed from service until the ladder can be repaired or replaced. 

b. used only if it seems stable enough to climb. 

c. disassembled immediately. 

d. used only when really needed. 

 

 

 



 

SAFETY MEETING QUIZ 

ANSWER KEY 

Safety Topic: V2-31 Ladder Safety – Fixed Ladders 
 

 

 

1. While fixed ladders may seem safer in a work environment than portable ladders, there are still many safety issues that 

must be considered. 

a. True 

b. False 

 

2. OSHA Standard 1910.23(b)(9) states that ladders must be inspected       to identify any 

visible defects that could cause employee injury. 

a. hourly 

b. before initial use in each work shift 

c. every week 

d. annually 

 

3. Maintain    contact when climbing a fixed ladder. 

a. 2 points of 

b. cell phone 

c. 3 points of 

d. good posture 

 

4. When climbing up or down a fixed ladder 

a. always face the ladder. 

b. do not over-extend yourself to either side. 

c. do not carry any load that could cause you to lose your balance. 

d. all of the above. 

 

5. Any fixed ladder that is found to have structural or other defects must be 

a. removed from service until the ladder can be repaired or replaced. 

b. used only if it seems stable enough to climb. 

c. disassembled immediately. 

d. used only when really needed. 

 


