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MANUFACTURING 58785
58785
01-General information 1 1
TRAD-SQ2P185460  Model TRAD-SQ2P18-54-60 1 1

99
FRON-AS10
FRON-ASO1

CABS-AS02

CABS-AS02A

SIDE-AS02
TOPR-001

SMAB-AS01-02
ECHL-AS28

ECHL-INBDR

SWAL-ASO1
ECHL-AS11

HOLE-002
LUMI-AS43

HOLE-IN-N

SERIAL NUMBER: TRAD-SQ2P-K5-58785

Floor - Ep - 1/4" (6mm) 500 Tuff

Front - Ep - 3/16" (4.5mm) 500 Tuff

Sides - Ep - 3/16" (4.5mm) 500 Tuff
Tailgate - Ep - 1/4" (émm) 500 Tuff

Long Sills - Ep - 3/16" 250 Brinell

Outside Body Width - 99

Hoist Attachement - Front Mount

Front Design - Hoist Recessed 90° Corners
Front Height Including Longsills - 72

27 Longsills Inside Width

02-Cabshield

Cabshield Type - Traditional

Cabshield Length - 24

Cabshield Width - Narrow Cabshield (72")
Cabshield Height - 80

Cabshield Installation - Not Installed

03-Side
Side Shape - Smooth Side
Top Rail Section - Formed

04-Side options
Woodboard Brackets - (2x) Each Side (steel)

Ladder - Steel Flex Ladder & Lower Step (53"
To 62")

Ladder Installation - Brackets Installed, Ladder
Shipped Loose

Walking Rail - Double Walking Rail (by Foot)
Inside Steps - Yes

05-Lighting options
Light Holes In Each Rear Posts - 2 X Oval

Rear Post Light Kit - Standard- Double Light Kit
(stt/stt)

Holes On Side Of Rear Posts - Non Recessed-
1 Included
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FLEG-AS03
BUMP-AS22

BOLS-AS01
POST-AS02
PMAN-AS02
GATE-ASB
SFDL-AS02

LOGO-AS03

INST-CD20

MAS4TG6.5-170

MC4045-AS01N
BCYL-AS04-NC
MC40-AS01
BKMC-AS02-NC

P40T-AS01-NC
BCYL-AS24

BPRO-AS12

CYLD-001A

GBOU-AS22

AMOR-003

PAIN-002

RENF-AS14

SPRE-001

SPEL-ASO1

Specifications are believed to be correct, but may contain errors and/or omissions. Photographs are the representative of the subject equipment but may not be identical.
Equipment availability, prices and specifications are subject to change without notice.

07-Rear
Internal High Lift (bolted)

Lock Positioning - Universal End Point Latch
System
Bolster Shape - Standard Formed Rear Bolster

Tailgate Angle - Straight
Locking System - Air
Tailgate Panel - 2 Panels

Safety Door Lock - Safety Door Lock Shipped
Loose (2x)

Identification - Brandon Logo Tailgate/rearpost
(straight)
Coal Door - Center (double Handle)

08-Hoist
MASTER SOURCING MAS4TG6.5-170

09-Installation parts

40t No Hydraulic Tank Kit

40 Ton - Craddle

40 Ton Hoist Bracket

40-50 Ton Upper Cylinder Blocks (2x) -

Rear Hinge - 30-40 Ton (27") Standard -

Cradle Support Angle 4" X 4" X 3/8" (24" Lg)
(2%)

10-Underneath options

Body Prop - Body Prop To Be Mounted On
Cradle

Air Cylinder - Air Cylinder 3,125" Bore X 8"
Stroke

Mudguard Brackets - Universal Mud Guard Kit
(r Installed & F Loose)

Rubber Bumper - Rubber Bumper (2x)

11-Installation
Sandblasts And Primer - Included

10-Underneath options

Longsills Reenforcement Brackets - Standard
Longmember Sills Reinforcement Kit (2x) 2 Pcs

11-Installation

Spreader Kit - Traditional Spreader Kit (shipped
Loose)
Shovel Kit - Shipped Loose
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