Brilliant lllumination,
Broad Coverage

Ideal for Workstations,
Machine Lighting
and Control Cabinets /
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THE CWF LED WORK LIGHT imProvE WORKER PERFORMANCE WITH EFFECTIVE WORK SPACE ILLUMINATION

WORKSTATIONS
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MACHINE LIGHTING

CONTROL CABINETS

VERSATILE OPERATION ILLUMINANCE DISTRIBUTION
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DIAGRAMS BRACKETS
LED Work Light CWF Standard Mounting Bracket (2pcs) Mounting Bracket Swivel Bracket
. CWF-001
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imensi (52
- Dimension B 292
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el Bracket Surface C Mounting screws not included.
Cable Langlh : (3000) eém‘:*el Suface A Recommended Torgue: 1.5Nm
Magnets for Adjustment Angle 130°
CWF-001 CWF-002 Mounting Bracket
Model Dimension A | Dimension B — e CWF-002
' [Body Length | Bracket Pitch 1 (e e ey \@;
CWF3s-C-CD| 300 260 Q 58 1® (- ) S
CWF6S-1-CD 600 560 ] 18 N
CWF9S-([-CD 900 860 Accessory Bracket Screw Accessory Bracket Screw 2pcs included.
2pcs included. Mounting screws not included.
(unit : mm)
SPECIFICATIONS HOW TO ORDER
MODEL CWF3S-24 | CWF6S-24 | CWF3S-M2[] | CWF6S-M2[] | cwFes-M2[] Type Full Rated Voltage Luminous
Color Temperature (typ.) 5700 K. Length /Standards Color
lluminance ftyp.) (Genter) | 1.0m 165 | 8201 150 Ix T [ assix CWF @ | -: 1 -t CD
Total Luminous Flux (typ.) 50m [ 10001m 500 Im | 10001m \ 1500 Im
Rated Voltage 24V DC 100-240V AC (50/60Hz)
Operating Voltage Range 21.6-26.4V DC 90-264V AC @ : 300mm : Daylight
Rated Power Gonsumption W 10w W [ 10W | 15W _
Operating Ambient Temperature 25°C - +60°C 55°C - +50°C : 600mm
Opmrting Aok ity STt cofemin 195/: 900mm : 24V DC/ UL LISTED,CE *'
jounting Location
Miounting Direction Al Directions [M2U|: 100240V AC / UL LISTED
Protection Rating 1P20 :100-240V AC / CE,KC
M2U:0.53 ke M2U: 0.68 ki M2U: 0.84
Mass (Tolerance +10%) 0.42 kg | 0.57 kg e 1% kgg | Vs kgg e E %1 CWF —
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