Roller guide actuators/guides - LM/LMZ

Robust linear actuator that takes high moments and forces

Wide timing-belt
v Transmission of large axial forces

Large fixing plate
\/Simple connection of attachments
v Enables high moments

Features:
m Simple, robust and cost-effective  m Guide shafts diam. 20 mm
design

® Guide profile from BLOCAN®
F-100 x 100

® Timing-belt with a width of 50 mm

m Roller modules with external
lubrication and wipers
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Configuration of drive shaft

\/Freely configurable acc. to your
requirements

Options:
m Second non driven carriage

® Longer stroke lengths
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LMZ - Technical data

General information/operating conditions

Aluminium profile, timing-belt drive
Roller with individual modules, external
Installation position Any position

Repeat accuracy 0.05 mm

Ambient temperature 0°C to +60°C

Protection class IP 20

[mm]
GT 8MR 8/50 61.12 90 10
No-load torque
[Nm]

Max. acceleration

[m/s]

20
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LM/LMZ - Technical data RK ROSE+KRIEGER

Load data*

F Force [N]
M Moment [Nm]

| Geometric moment of inertia [cm?#]

* With reference to carriage (static values,
guide element resting on full surface)

| | e | e | R ] owx ] omy | w2

LM (guide roller unit)

- 7000 7000 aa 609 609

LMZ with external timing-belt
3400 7000 7000 441 609 609

** The design should incorporate appropriate safety factors for these values, depending on application
*** Force evenly distributed on the carriage and fixed

Geometric moment of inertia :
[em4 | - — |
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LM - Versions

Order information: Version B Guide

® Longer travel lengths on
request

m Second carriage available

[mm]

Mass [kgl]
Code No. Type Basic length
Basic length per 100 mm travel

MNA1010AL LM 100 5670 16.4 3.1

Total length = basic length + travel [mm]
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LM - Versions RK ROSE+KRIEGER

Total length = basic length + travel
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LMZ - Versions

Version W Timing-belt unit

® Longer travel lengths on
request

m Second non driven carriage
available on request

[mm]

Mass [kgl]
Code No. Type Timing-belt Basic length
Basic length per 100 mm travel

FDA1010 _L LMZ 100 GT8 MR-50 5700 22.8 1.47

_ Total length = basic length + travel [mm]

Configuration of
drive shaft
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LMZ - Versions
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Total length = basic length + travel

98 300 10 288

i i

o O bl 1 —F [ [hoooooouoooooooom Ll o o
(@B O 417 .
o He— = I Q

) 9, Ll ‘OKJJ o @ =

w Al : SENNE ;|
70" BLOCAN F-100x100 126 8 M8-12 deep M8-20 deep 40
53
2060 _ 20 M10-12 deep
[
90 0@ © 16 D6 O w0 _ »
00 0® ¢! ©9 6@

A A = & = .

e RN e - b

L I IR - L i

R e 0 T
= — 690 °o® © ¢ ©¢ 0

025 2B | g0 0@ ¢ |0 OO O

58 60 Q

Place-Tec | 479

Place-Tec




LMZ - Fixing/Drive

Slot stones

Slot stone -N-

Slot stone -K-
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B Slot stones can be inserted and Material: galvanised steel
positioned at the guide profile
and guide carriage

Slot stone -N-
can be slid into the slot

Slot stone -K-
can be swivelled into the slot

[mm] | e
| CodeNo. | vesion | Ao [ B | c [ o [ e [ m |rm
M5 8 10 13 15 4 M5 4000
M6 8 10 13 15 4 M6 9000
M8 8 10 13 15 4 M8 9000

4006211 21 12
4006212 21 12
4006213 21 12

M5 5000 5000
M6 5000 5000
M8 5000 5000
M6 5000 5000
M8 8000 8000

A b B B b
N NN NN
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LMZ - Drive RK ROSE+KRIEGER
Transmission unit 60-80 ® Transmission of high torques m Synchronisation of carriages via
up to 120 Nm on parallel linear zero point alignment
units

Synchronous version =

For higher speed and length a pedestal
bearing support might be necessary.
See critical shaft speed below.

/ coupling fixed

coupling adjustable

Version with
protection

Version without protection

Pulley box (If using this version, the opera-
tor must ensure that the ma-
chine is fitted with the appropri-
ate safety devices)

Critical shaft speed:
max. unsupported length [mm] = (2720 - speed [rpm]) + 2 x 107.5

max. speed [rpm] = 2720 - L [mm]

[mm]

Weight [g]
Version for linear unit
1000 mm /100 mm L]
bearing support
Without protection
With protection LMz 25 8.56 400 1700

Installation length [mm]

Synchronous:
2 = without pedestal bearing support
3 = with pedestal bearing support

Place-Tec | 481




LMZ - Drive

Selection table motor adaptor/coupling

Servo motors without gear Servo motors with gear Three-phase motor

RK-AC 240 RK-AC 470 RK-AC 112 RK-AC 260 RK-AC 345

90/120W 180/250 W

949037 949038 949449 949450 949451 949039 949114
LMz 912855 912855 912855 912855
1425 1995 912855 1425 =~ 9128552025 = 912855 2525 1225 115

Note: For further details on motor versions, please refer to the chapter “Motors and controls”

Motor adaptor ® Simple assembly Material:
Aluminium, black anodised

m Exact fit due to centering
shoulders

[mm]
[CodeNo. | A [ B | ¢ | b [ E [ F
949449 102 80 80 40 53 70 @5,5

86 80 80 80 70,7 90 M6
9% 80 80 60 70,7 90 6,6
11 80 80 80 91,9 115 9
9% 80 80 95 81,3 115 M8

949039 86 80 80 50 65 80 M5
86 80 80 80 100 0120 06,6
Coupling ® Shaft connection without back-  Material: Aluminium hub,
lash polyurethane gear ring

m Easy plug-in assembly

[mm]

Torque [Nm]

Code No. with without
feather key feather key
9128559525 —/8x7 60 35
4x4 | 8x7 60 35
9128551425 5x5 / 8x7 60 35
9128551925 6x6 / 8x7 60 35
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LMZ- Position determination RK ROSE+KRIEGER
Bracket for mechanical limit ® Limit switch with angle lever Material: limit switch housing
switch m Compact design ma_de_ of thermoplastic, self-extip-
guishing, bracket made of alumin-
ium profile
S-30x30
Max. voltage 230V AC
Max. switching current 4A
Max. starting current 10 A
Operating cycles Max. 5,000/h
Mechanical lifetime 20 x 106 switching cycles
Axis lever adjustment locking by 360°
Protection class IP 67
Ambient temperature -30°C to +80°C

92710 Limit switch NC/NO with bracket

Bracket for inductive limit H Fixing in the profile slot of the Material: Limit switch housing
switch guide profile made of stainless steel, bracket

B Function indicator made of aluminium

® Maintenance-free

M8x1

Voltage 10-30 V DC
Max. switching current 200 mA
Max. starting current 200 mA

700 Hz (DIN EN 50010)
independent of operating cycles
1.5 mm (steel), 0.75 (aluminium)

Code No.
m Limit switch NC, with bracket

Limit switch NO, with bracket
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