Ball rail actuator/guide - MultiLine / R

Compact ball rail actuator for high loads

Fixing slots in the guide profile
v/Simple connection of accessories
v Excellent fixing of unit

Clamping bars
v'Reliable fixation of the unit

Features:

B Guide profile 100 x 200
compatible with
BLOCAN® profile system
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Tapered lubricating nipple

v/ Central lubricating access
on the carriage facilitates
maintenance

Carriage with ball rail guide
v Exact and precise running
\/Supports high forces and moments

m Durable ball rail guide

® Flat and compact design

Wide timing-belt (60 mm)
\/Supports high axial forces

Configuration of drive shaft

\/Freely configurable acc. to your
requirements

Options:
m Longer stroke lengths
m Second non driven carriage

B Extended carriage
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MultiLine — Technical data

General information/operating conditions

 wane
_ Aluminium profile, timing-belt drive

2 parallel ball rails, external

Any position
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_ GT-Toothed belt, Pitch 8 mm, Width 60 mm

0°C bis +60°C

Dynamic load data
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MultiLine / R - Technical data

Calculation of the load characteristic to define the lifetime

m The lifetime of linear units are in accordance with
the average loads and moments of an application.
The load characteristic can approximately calcu-
lated by following equation with simultaneously
appearing load and moments.

Application values (z.B. Fy)

Load characteristic = Catalog values (z.B. Fy

max)

- F Fz Mx M Mz b
Load characteristic B, = F LE—- M + M y 4 v <1 2
ymaX I:Zmax Xmax ymaX Zmax ql)
o]
©
(a1
Rough calculation of the
load characteristics
B Ja Lifetime MultiLine:
k=1 12.000 km
No
possib'e Reduction
of the app.
values Example:
v'The load and moments of the applica-
t ibl tion are:
not possibie Fz = 2000N, Mx = 200 Nm und Mz = 450 Nm
According to the above equation you
Please contact us regarding a will have following load characteristic
detailed lifetime calculation. of B, = 0.76.
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MultiLine R - Versions

Order information: Version B Guide

® Longer travel lengths on
request

m Second or extended carriage
available on request

[mm]

Mass [kg]
Code No. Type Basic length
Basic length per 100 mm travel

MSA2010IA Ball rail system 5620 31.11 2.00
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MultiLine R - Versions RK ROSE+KRIEGER
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MultiLine - Versions

Version W Timing-belt unit

® Longer travel lengths on
request

m Second non driven or ex-
tended carriage available on
request

[mm]
Mass [kg]
Code No. Type Toothed belt Basic length
Basic length | per 100 mm travel

TAA2010 _1 Ball rail system 8 M60 5620 29.90 2.05

Configuration of
drive shaft
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MultiLine - Versions RK ROSE+KRIEGER
350
100 o -~ 25 AH
59 e f Mg  obk M3
Bx7x40 Q O @)
L ] ° _7 Van A A

o)
75
145

@)

@)

N
AL

100
101
75 |

“

Tﬁ
&
Il ]

{ioﬁo

A
Total length = basic length + travel

40 140

[Tle @ e ©
? ® ®
o o | g e o
o) o ©
o
M~
o)
) ®

M10-18 tief

:}I
48
Place-Tec

200

111

® @ ¢

[0}
e

@ 90

Place-Tec | 491



MultiLine - Fixing/Drive

Slot stones

Slot stone -N-

iﬁ

Slot stone -K-

_’ .

——
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B Slot stones can be inserted and Material: galvanised steel
positioned at the guide profile
and carriage

Slot stone -N-
can be slid into the slot

Slot stone -K-
can be swivelled into the slot

codeto. | verson | A | B | c | b | £ | m|Fw
Sotsonen

Slot stone -N-

4026207 M5 8 10 13 15 4 M5 4000
4026203 M6 8 10 13 15 4 M6 9000
4026206 M8 8 10 13 15 4 M8 9000
14 4 7 M6 5000 5000
14 4 7 M8 8000 8000
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MultiLine - Drive RK ROSE+KRIEGER
Transmission unit ® Transmission of high torques m Synchronisation of carriages via
up to 120 Nm on parallel linear zero point alignment
units

Synchronous version

For higher speed and length a pedestal
! ) bearing support might be necessary.
coupling fixed See critical shaft speed below.

coupling adjustable

Version with
protection

Version without protection

(If using this version, the opera-
tor must ensure that the ma-
chine is fitted with the appropri-
ate safety devices)

Pulley box

Critical shaft speed:
max. unsupported length [mm] = (2720 - speed [rpm]) + 2 x 107.5

max. speed [rpm] = 2720 - L [mm]

lnstallation length

[mm]

Weight [g]

Pedestal

Code No. Version for linear unit
1000 mm /100 mm .
bearing support

9252052 _ _ _ _ _ Without protection MultiLine 30 5.23 230 1700

With protection MultiLine 30 8.56 400 1700

Installation length [mm]

Standard:
0 = without pedestal bearing support
1 = with pedestal bearing support

Synchronous:
2 = without pedestal bearing support
3 = with pedestal bearing support
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MultiLine - Drive

Selection table Motor adaptor/coupling

& Servo motors without gear Servo motors with gear Three-phase motor
e
o8 RK-AC 240 RK-AC 470 RK-AC 112 | RK-AC 260 RK-AC 345 90/120 W 180/250 W

949962 949964 949446 949447 949448 949968 949969
MultiLine 912855 912855 912855 912855 912855 912855 912855
1430 1930 1430 2030 2530 1230 1430

Note: For further details on motor versions, please refer to the chapter “Motors and controls”

Motor adaptor ® Simple assembly Material: Aluminium,

m Exact fit due to centering black anodised

shoulders

[mm]
fcoseno-| A | 8 | c | o | & | r |
112 80 80 40 53 70 5,5

949962 99 80 80 80 70,7 90 M6

106 80 80 60 70,7 90 6,6

120 80 80 80 91,9 115 29
949964 [TV 80 80 95 81,3 115 M8

949968 99 80 80 50 46 80 M5

949969 99 80 80 80 100 0120 06,6
Coupling m Shaft connection without back-  Material: Aluminium hub,

lash polyurethane gear ring

m Easy plug-in assembly

[mm]

Torque [Nm]
Code No.

with without
feather key feather key

-18x7 60 35
4x418x7 60 35
5%5 / 8x7 60 35
6x6 / 8x7 60 35
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MultiLine - Position determination RK ROSE+KRIEGER
Bracket for mechanical limit = Limit switch with angle lever Material: Limit switch housing
switch = Compact design made of thermoplastic,

self-extinguishing, bracket made
of aluminium profile

[mm]
Max. voltage 230 V AC
Max. switching current 4A
Max. starting current 10 A
Operating cycles Max. 5,000/h
20 x 106 switching cycles
locking by 360°
IP 67
-30°C to +80°C
Code No. Type
92711 Limit switch NC/NO with bracket
Bracket for inductive limit B Fixing in the profile slot of the Material: Limit switch housing
switch guide profile made of stainless steel, bracket

ion indi m f aluminium
® Function indicator ade of alu u

B Maintenance-free

Voltage 10-30 V DC
Max. switching current 10 mA

Max. starting current 100 mA

Operating frequency Max. 5 kHz

independent of operating cycles

1.5 mm
IP 67
-25°C to +70°C

Code No.

Limit switch NC, with bracket
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