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Prepare the following tools needed for the job:
* Screwdriver - flat blade     * Damp rag
* Small dikes or needle nose pliers   * Xacto knife or razor blade
* Staple gun - pneumatic or electric for best results * Heat gun / hair dryer - optional
* Staples - 3/8" (9.5mm) length or shorter

1. Remove seat from bike and clean underside with damp rag.

2. Remove staples with screwdriver & pliers.

3. Place Stomgrip seat cover on seat and visualize the line-up.

* Install note: You can lightly warm up the cover with a heat gun or hair dryer to relax and expand the materials
  for installation. Do not overheat the materials.

4. Rotate the front seam over the nose of the seat about 1/4" so it is hidden underneath. This will also reduce
    direct stress to the seam.

5. Center the cover left to right and tack the nose with the first staple.

6. Lightly pull back / tighten, but do not over-stretch the cover front to rear. Center the cover left to right at the
    tail and tack the second staple.

* note: Grip and rotate the Stompgrip panel down to stretch and adjust the materials rather than pulling on the
  bottom edge. 

7. Staple the seam joining the top material and the Stompgrip panel along the nose edge. Line-up evenly and
   repeat on the opposite side.

8. Staple the seam joining the rear/side material and the Stompgrip panel along the tail edge. Line-up evenly
    and repeat on the opposite side.

9. Staple the corner where the seat bottom edge meets the nose taper. Line-up evenly and repeat on the
    opposite side.
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10. Work along stapling both edges of the Stompgrip panels, left to right.

* Install note: Carefully remove, adjust, and replace staples as necessary to get the final adjustments and
  line-up even.

11. Staple the rear sides and tail.

12. Grip and stretch the remaining nose section up towards the nose to smooth out any ripples and staple the
      nose sides and front.

* Install note: Carefully remove, adjust, and replace staples as necessary to get the final adjustments and
  line-up even.

13. Trim the excess material underneath the seat especially where it may have line-up or wear points that
     coincide with the bike frame.

14. Clean with the damp rag and/or mild cleaner like Windex.

15. Install the seat on the bike.

16. Go Ride!
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