
The Polyductor is a high energy eductor engineered by Burt Process Equipment. It is designed specifically 
for dry polymer feed applications. The Polyductor educts, disperses, and hydrates the polymer.  The suction 
air flow causes the polymer to enter the Polyductor wetting sections with a very high velocity. This results in 
finer dispersions and a faster hydration. The dilution water continuously rinses the interior walls to prevent 
build-up.

• System capacities range from 50 to 3,000 
       GPH of 0.5% solution with 30 minutes 
       of aging.

• Dry polymer feed capacities range up to 
       250 lbs/hr (113 kg /hr.) Dilution water feed
        capacities range up to 100 GPM (380 LPM).

• The Standard hopper has a 2.7 ft3 (75L)
        capacity. A vibrator assures consistent 
        polymer flow. The top of the hopper is only
        33” (84 cm) above grade. It provides a 
       comfortable working height without the 
        use of platforms. Larger hoppers are 
        available.

• The system frame and enclosure are welded 
stainless steel.

• Proximity, non-contact sensors monitor 
        the polymer level on the disc.

• The system runs on 120 VAC power, and the
        consumption is less than 1,000 watts.

• A dehumidifying system provides low 
        humidity air to the hopper and the 
        feeder enclosure.
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The Polymer Plus Dry Auger System 
is engineered to provide a reliable means of 
feeding dry polymers and other difficult to feed 
materials. The material being fed is vacuumed 
by the Polyductor suction air flow. This prevents 
polymer buildup. The feed rate is controlled by a 
variable speed gear motor. The feeder is easy to 
operate and simple to maintain.

The Polymer Plus Dry Polymer Disc System is engineered 
to prevent the problems associated with other dry polymer 
systems. The Disc Feeder reliably feeds the polymer which 
is vacuumed by the Polyductor suction air flow. 
This prevents polymer build up. The disc feed rate is 
controlled by a very low speed DC motor. It is reliable, 
quiet, and compact. The system is easy to operate and 
simple to maintain.

Both the Polymer Plus Dry Auger System and Disc 
System assemblies are modular. They are available 
complete with tanks and pumps and can also be 
adapted for use with existing tanks.
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FEED RATE

1 - 25 lbs (0.5 - 11 Kg)

2 - 50 lbs (1 - 22 Kg)

3 - 75 lbs (1.5 - 33 Kg)

4 - 100 lbs (2 - 45 Kg)

8 - 200 lbs (4 - 90 Kg)

10 - 300 lbs (5 to 135 Kg)

FLOW RATE

480 - 600 GPH (1,800 - 2,270 LPH)

960 - 1,200 GPH (3,600 - 4,500 LPH)

1,440 - 1,800 GPH (5,450 - 6,800 LPH)

1,920 - 2,400 GPH (7,200 - 9,000 LPH)

3,840 - 4,800 GPH (14,400 - 18,000 LPH)

4,800 - 6,000 GPH (18,200 - 22,700 LPH
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