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HAYWARD Flow Control Systems

SSiizzee AA BB CC DD EE FF GG WWeeiigghhtt  --  ((llbb  //  kkgg))
SSoocckkeett// TThhrreeaaddeedd FFllaannggeedd

1/4˝ 3.06 / 78 0.31 / 8 1.38 / 35 0.50 / 13 N/A N/A N/A 0.13 / .06 N/A

3/8˝ 3.06 / 78 0.31 / 8 1.38 / 35 0.50 / 13 N/A N/A N/A 0.13 / .06 N/A

1/2˝ / 20* 4.63 / 118 0.50 / 13 2.25 / 57 0.75 / 19 6.75 / 171 4.88 / 124 2.32 / 59 0.75 / .34 1.00 / .45

3/4˝ / 25* 4.75 / 121 0.75 / 19 2.63 / 67 1.0 / 25 7.13 / 181 5.00 / 127 2.60 / 66 0.75 / .34 1.38 / .63

1˝ / 32* 5.25 / 133 1.00 / 25 3.00 / 76 1.25 / 32 7.75 / 197 5.88 / 14 2.88 / 73 1.25 / .57 2.13 / .97

1-1/4˝ / 40* 6.30 / 160 1.25 / 32 4.00 / 102 1.75 / 44 9.19 / 233 6.94 / 17 3.75 / 95 2.00 / .90 3.75 / 1.70

1-1/2˝ / 50* 6.75 / 171 1.50 / 38 4.00 / 102 1.75 / 44 9.75 / 248 7.06 / 17 3.75 / 95 2.00 / .90 3.75 / 1.70

2˝ / 63* 8.00 / 203 1.94 / 49 4.75 / 121 2.25 / 57 11.25 / 286 8.56 / 217 4.50 / 114 3.75 / 1.70 5.75 / 2.60

2-1/2˝ 10.68 / 271 2.88 / 73 6.56 / 167 3.25 / 83 14.38 / 365 11.25 / 286 2.50 / 64 10.00 / 4.54 14.00 / 6.36

3˝ / 90* 10.56 / 268 2.88 / 73 6.56 / 167 3.25 / 83 14.38 / 365 11.25 / 286 2.50 / 64 10.00 / 4.54 14.00 / 6.36

4˝ / 110* 12.94 / 329 4.00 / 102 8.56 / 217 4.25 / 108 17.00 / 432 14.63 / 372 4.25 / 108 17.00 / 7.72 25.00 / 11.36

6˝ N/A 4.00 / 102 N/A 4.25 / 108 19.19 / 487 N/A N/A N/A 30.20 / 13.73

Dimensions - Inches / Millimeters  

SSiizzee MMaatteerriiaall EEnndd..  CCoonnnn.. SSeeaallss PPrreessssuurree
RRaattiinngg

1/4˝ - 3/8˝* PVC Socket or Threaded FPM

1/2˝ - 4˝
PVC Socket, Threaded, FPM or 150 PSI

or CPVC or Flanged EPDM @70°F

1/2˝ - 2˝ NAT. PPL*** Threaded Non-Shock

6˝** PVC
Flanged

FPM
or CPVC

SSiizzee FFaaccttoorr SSiizzee FFaaccttoorr

1/4˝ 1.0 1-1/2˝ 45

3/8˝ 3.0 2˝ 130

1/2˝ 4.8 2-1/2˝ 170

3/4˝ 7.7 3˝ 250

1˝ 11 4˝ 400

1-1/4˝ 25 6˝ 340

Selection Chart Operating Temperature/Pressure

Cv Factors

*Trim Check Design       

** 4˝ Valve Venturied to 6˝

*** 2˝ Rated at 100 PSI

True Check with foot
valve screen installed

1. Body
2. O-Ring Seals
3. Square Cut O-Ring Seat
4. Seal Retainer
5. End Connector
6. Union Nut

Technical Information

Parts List
True Union Ball 
Check Valves

C

F

G

* Metric End Connections Available in: BSP – Straight Thread, BSP TR – Tapered Thread and Metric Socket

PPrreessssuurree  LLoossss
CCaallccuullaattiioonn  FFoorrmmuullaa

∆P = Q
Cv[ ]2

∆P = Pressure Drop
Q = Flow in GPM

Cv = Flow Coefficient
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