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UC SERIES
MODEL UC3156 (AB - 3X1.5X6)

UC3156 PERFORMANCE 3500 RPM, 60 Hz

Flow (m3/hr)
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*Tefzel® Fluoropolymer Resin is a registered trademark of DuPont
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Description Construction

Cast ductile iron, DuPont Tefzel® (ETFE) lined
Carbon fiber filled ETFE

Casing

2 Shaft support

2A | Front thrust ring Alpha sintered silicon carbide

Carbon fiber filled ETFE

3 Impeller

3A | Impeller thrust washer | Fluorosint® or alpha sintered silicon carbide

Neodymium iron boron magnets encapsulated in
ETFE

Alpha sintered silicon carbide, Dri-Coat silicon
carbide, or carbon

PTFE
GF molybdenum disulfide-filled PTFE

Alpha sintered silicon carbide

4 Inner drive

4A | Bushing

4B | Bushing spacer

4C | Rear sealing ring
5 Shaft

Molded carbon fiber filled ETFE liner with woven

6 Barrier glass reinforced vinyl ester external shell

6A | Barrier thrust ring High purity alumina ceramic

7 Clamp ring Steel

) Outer drive magnet Nickel-plated neodymium iron boron
magnets/steel

9 Motor adapter Ductile iron

10 | O-ring FKM, EPDM, Kalrez®, Simriz®, or Aflas®
Vapor Protection
11 O-Rings Buna

SPECIFICATIONS

Max. Flow

Suction 3500 rpm

Impeller Diameter

Discharge

HP (kW)

in (cm) in (cm) in (cm)

Max. Head
3500 rpm

Kalrez® is a registered trademark of DuPont Performance Elastomers

Simriz® Perfluoroelastomer is a registered trademark of Simrit® divisionof Freudenberg-NOK.
Aflas® is a trademark of the Asahi Glass Co., Ltd.

Fluorosint® is a registered trademark of Quadrant DSM Engineering Plastic Products.

Max.
Working
Pressure
psi (Bar)

Max. Max. Max.
Viscosity | Specific Temp.
cP Gravity °F (°C)

3-30(11-220) | 4-1/2-63/8(10.2 - 1143) 3(7.62) 1.5 (3.81) 320 72.7 491 175 (12) 200 18 250 (121)

Note: Impeller trims available every 1/8" (.32 cm) between the smallest and largest diameters.
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143-145TC 23-17/32 | 59.8
182/184TC 28-3/32 71.3
213/215TC 31-5/32 79.1
254/256TC 34-9/32 81.7 BOTTOM VIEW
- — 284/286TSC | 36-11/16 | 93.2 4 Siols 7.25
v IEC & 63 vade (184.15 mm)
[18.4 em] 588

90 23-19/32 | 59.9 L mm)

ANSI 150# & ISO/DIN PN20 flanges are in compli- 100/112 25-1/32 63.6

ance with bolting dimensions only. I

9 Y 132 31-3/32 | 79 a0 80 memy

160 34-27/32 | 885 .l"mm
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