
Responder® Health Care Communications Systems

©Copyright 2000 Rauland–Borg Corporation Printed in USA

Rauland-Borg Corporation
3450 West Oakton Street · Skokie, IL  60076-2958 · (847) 679-0900 · (847) 679-0625 Fax · www.rauland.com
In Canada: 4025 Sladeview Crescent, Units 4-6 · Mississauga, ON CANADA L5L 5Y1 · (905) 607-2335 · (905) 607-3554 Fax

NCSRS3 1 08/07

Model: NCSRS3 Staff Registration Station

Architects and Engineers Specifications available on disk.  Specifications subject to change without notice.

• Three Levels of Staff Registration

• Tactile Feel Membrane Switches

• Three Registration LED Indictors

• RJ Connector for Easy Service

• Supervised by Associated Control Station

• ESD Protected

Power Requirements:  14V DC @0.04A

Weight:  1/2 lb. (0.23 kg)

Size:  H: 4½" (11.4 cm)
W: 2¾" (6.9 cm)
D: 2" (5.1 cm)

Housing and Finish:  High–impact molded ABS94VO;
light gray faceplate and insert

Controls:  3 register touchpoints (Green, Orange, and Yellow)
3 LED indicators

Terminations:  RJ Plug-On connectors

Mounting:  Steel City 58371, 3/4 R, Raco 561,
or UL recognized equivalent

Certification:  UL 1069

NCBSS1 – Single Bedside Station
NCBSD2 – Dual Bedside Station
NCUINT – Universal Interface Module
NCDUTY – Duty Station
NCSTAFF – Staff Station
NCSSPLIT4 – 1 to 4 Sub-Station Splitter
NCCLT2, NCCLF4, NCCLS6 – Corridor Lamps
NCJDROP – J-Bus Interface

The NCSRS3 is a three level (green, orange, and yellow) staff
registration station that provides the ability for staff to manually
register into each patient room or staff location. By pressing
the appropriate touchpoint on the NCSRS3 the associated
corridor lamp will light solid to indicate the level of staff in the
room and the staff member is also registered at all associate
Nurse Consoles. By registering into the room any lower priority
patient calls within that room are automatically canceled and
service requirements that are present for that particular level
of staff are also automatically canceled. Optionally, the staff
register station can enable such features as the ability to place
a staff emergency call from the patient station, staff follow call
tones, staff only audio paging, and automatic staff follow tone
for Code Blue calls.
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